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(3) If cooling causes aqueous con-
densation, do not sample NOX down-
stream of the cooling unless the cooler 
meets the performance verification in 
§ 1065.376. 

(4) If cooling causes aqueous con-
densation before the flow reaches a 
flow meter, measure dewpoint, Tdew and 
pressure, ptotal at the flow meter inlet. 
Use these values in emission calcula-
tions according to § 1065.650. 

§ 1065.245 Sample flow meter for batch 
sampling. 

(a) Application. Use a sample flow 
meter to determine sample flow rates 
or total flow sampled into a batch sam-
pling system over a test interval. You 
may use the difference between a di-
luted exhaust sample flow meter and a 
dilution air meter to calculate raw ex-
haust flow rates or total raw exhaust 
flow over a test interval. 

(b) Component requirements. We rec-
ommend that you use a sample flow 
meter that meets the specifications in 
Table 1 of § 1065.205. This may involve a 
laminar flow element, an ultrasonic 
flow meter, a subsonic venturi, a crit-
ical-flow venturi or multiple critical- 
flow venturis arranged in parallel, a 
positive-displacement meter, a ther-
mal-mass meter, an averaging Pitot 
tube, or a hot-wire anemometer. Note 
that your overall system for measuring 
sample flow must meet the linearity 
verification in § 1065.307. For the special 
case where CFVs are used for both the 
diluted exhaust and sample-flow meas-
urements and their upstream pressures 
and temperatures remain similar dur-
ing testing, you do not have to quan-
tify the flow rate of the sample-flow 
CFV. In this special case, the sample- 
flow CFV inherently flow-weights the 
batch sample relative to the diluted ex-
haust CFV. 

(c) Flow conditioning. For any type of 
sample flow meter, condition the flow 
as needed to prevent wakes, eddies, cir-
culating flows, or flow pulsations from 
affecting the accuracy or repeatability 
of the meter. For some meters, you 
may accomplish this by using a suffi-
cient length of straight tubing (such as 
a length equal to at least 10 pipe diam-
eters) or by using specially designed 
tubing bends, orifice plates or straight-

ening fins to establish a predictable ve-
locity profile upstream of the meter. 

§ 1065.248 Gas divider. 

(a) Application. You may use a gas di-
vider to blend calibration gases. 

(b) Component requirements. Use a gas 
divider that blends gases to the speci-
fications of § 1065.750 and to the flow- 
weighted concentrations expected dur-
ing testing. You may use critical-flow 
gas dividers, capillary-tube gas divid-
ers, or thermal-mass-meter gas divid-
ers. Note that your overall gas-divider 
system must meet the linearity 
verification in § 1065.307. 

CO AND CO2 MEASUREMENTS 

§ 1065.250 Nondispersive infra-red an-
alyzer. 

(a) Application. Use a nondispersive 
infra-red (NDIR) analyzer to measure 
CO and CO2 concentrations in raw or 
diluted exhaust for either batch or con-
tinuous sampling. 

(b) Component requirements. We rec-
ommend that you use an NDIR ana-
lyzer that meets the specifications in 
Table 1 of § 1065.205. Note that your 
NDIR-based system must meet the 
calibration and verifications in 
§ 1065.350 and § 1065.355 and it must also 
meet the linearity verification in 
§ 1065.307. You may use an NDIR ana-
lyzer that has compensation algo-
rithms that are functions of other gas-
eous measurements and the engine’s 
known or assumed fuel properties. The 
target value for any compensation al-
gorithm is 0.0% (that is, no bias high 
and no bias low), regardless of the un-
compensated signal’s bias. 

HYDROCARBON MEASUREMENTS 

§ 1065.260 Flame-ionization detector. 

(a) Application. Use a flame-ioniza-
tion detector (FID) analyzer to meas-
ure hydrocarbon concentrations in raw 
or diluted exhaust for either batch or 
continuous sampling. Determine hy-
drocarbon concentrations on a carbon 
number basis of one, C1. Determine 
methane and nonmethane hydrocarbon 
values as described in paragraph (e) of 
this section. See subpart I of this part 
for special provisions that apply to 
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